
R-410A Refrigerant:

ComfortAlertTM  Module:

Copeland Scroll UltraTechTM Compressor:

Durable, Attractive Cabinet:

Composite Base Pan:

Copper Tube / Aluminum Fin Coils:

Compressor Sound Blanket:

Swept-Wing Fan Blade:

Louvered Condenser Guard:

Removable Top Grille Assembly:

Low Pressure Switch:

High Pressure Switch:

Liquid Line Filter Drier:

One Piece Top/Orifice:

Easy Compressor and Control Access:

FS4BF-K(A,B) Series

R-410A Extra High 
Efficiency Air Conditioner
16 SEER Residential System
2 - 5 Ton Capacity

FEATURES and BENEFITS

WARRANTY

TECHNICAL
SPECIFICATIONS
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Air Discharge
Allow Adequate Clearance for Airflow

MODEL IDENTIFICATION CODES

EX:  FS4BF-036K(A,B) FS   4   B   F    -   036     K    A

Nominal 
Capacity

Electrical Code
K = 

FS - 
FT - 

4 = R-410A

Product
Identifier

BF = 

DIMENSIONS
AIR CONDITIONER OUTDOOR SECTION

FS4BF 024KA 036KA 048KB 060KB

H

Revision
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Model Number FS4BF 024KA 036KA 048KB 060KB
 (1)

(2)

(4)
 (3)  (3)  (3)
 (3)  (3)  (3)

COPPER WIRE SIZE — AWG
(1% Voltage Drop)

Supply Wire Length-Feet Supply Circuit
200 150 100 50 Ampacity

PHYSICAL AND ELECTRICAL SPECIFICATIONS / OUTDOOR UNITS

16 SEER — R-410A Extra High Efficiency — Single Phase

ACCESSORIES - Condensing Unit

Start Assist Kit - 912933
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With this Coil

Outdoor Unit 
Number 
FS4BF

Indoor Unit             
 Number 
C6BA/H-

Low 
Speed 

Capacity 
(Btu/h)

High Speed 
Capacity 
(Btu/h)

SEER EER
Low 

Speed SCFM

High 
Speed 
SCFM

With this Air Handler

Outdoor Unit 
Number 
FS4BF

Indoor Unit              
Number 
B4VM

Low 
Speed 

Capacity 
(Btu/h)

High Speed 
Capacity 
(Btu/h)

SEER EER
Low 

Speed SCFM

High 
Speed 
SCFM

SYSTEM COOLING CAPACITIES
16 SEER — Extra High Efficiency — Single Phase

COMFORT ALERTTM DIAGNOSTIC MODULE

Yellow ALERT LED Flashes
To Indicate Fault Code

Green POWER LED Indicates
Voltage Is Present At The
Power Connection Of The
Module

Red TRIP LED Indicates If
Compressor Is Tripped
Or Has No Power

Pass Through Ports Detect
Run/Start Current; Spade
Connectors Detect Tstat

Demand and Pilot Voltage;
Microprocessor Monitors

Behavior  To Determine
Faults

Diagnostics Key
Directs Service Tech

To The Root Cause
Of A Problem

See current AHRI Directory for certified combinations and ratings.
www.ahridirectory.org
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EXPANDED COOLING PERFORMANCE - 2-STAGE  AC SYSTEMS
FS4BF-024KA with C6B(A,H)-X24(C,U)-B + VSB -  High Speed
FS4BF-024KA with B4VM-X24K-B - High Speed

O.D.T 75°F 85°F 95°F 105°F 115°F
CFM E.D.B.  E.W.B.  T.C.    S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.

FS4BF-024KA with C6B(A,H)-X24(C,U)-B + VSB -  Low Speed
FS4BF-024KA with B4VM-X24K-B -  Low Speed

O.D.T 75°F 85°F 95°F 105°F 115°F
CFM E.D.B.  E.W.B.  T.C.    S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.

FS4BF-036KA with C6B(A,H)-X36(C,U)-B + VSB -  High Speed
FS4BF-036KA with B4VM-X36K-B -  High Speed

O.D.T 75°F 85°F 95°F 105°F 115°F

CFM  E.D.B.  E.W.B.  T.C.   S.C.  K.W.  T.C.   S.C.  K.W.  T.C.   S.C.  K.W.  T.C.   S.C.  K.W. T.C.   S.C.  K.W.

FS4BF-036KA with C6B(A,H)-X36(C,U)-B + VSB -  Low Speed
FS4BF-036KA with B4VM-X36K-B -  Low Speed

O.D.T 75°F 85°F 95°F 105°F 115°F

CFM E.D.B.  E.W.B.   T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.
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FS4BF-048KB with C6B(A,H)-X48(C,U)-C + VSB -  High Speed
FS4BF-048KB with B4VM-X48K-C -  High Speed

O.D.T 75°F 85°F 95°F 105°F 115°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W. T.C.       S.C.  K.W.  T.C.   S.C.  K.W.  T.C.   S.C.  K.W.  T.C.   S.C.  K.W.

FS4BF-048KB with C6B(A,H)-X48(C,U)-C + VSB -  Low Speed
FS4BF-048KB with B4VM-X48K-C -  Low Speed

O.D.T 75°F 85°F 95°F 105°F 115°F
CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.

FS4BF-060KB with C6B(A,H)-X60(C,U)-C + VSB -  High Speed
FS4BF-060KB with B4VM-X60K-C -  High Speed

O.D.T. 75°F 85°F 95°F 105°F 115°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W. T.C.   S.C.  K.W.  T.C.    S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.

FS4BF-060KB with C6B(A,H)-X60(C,U)-C + VSB -  Low Speed
FS4BF-060KB with B4VM-X60K-C -  Low Speed

O.D.T 75°F 85°F 95°F 105°F 115°F
CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W. T.C.    S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.    T.C.   S.C.  K.W.

EXPANDED COOLING PERFORMANCE - 2-STAGE  AC SYSTEMS
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GENERAL TERMS OF LIMITED WARRANTY


